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Advanced Power Shield technology
Prevents data loss in the event 
of a sudden power outage.

High-speed network chipset
Optimizes CPU performance
and minimizes latency. 

The Network Box M-395i is designed to 
offer near Enterprise RAM and HDD 
capacity and CPU performance for 
medium-sized companies.

Multi-Core Processors 
to maximize performance

Hardware Specifications
Processor

RAM

Storage

Networking

Power Supply

Chassis

I/O Interface

Physical Dimensions

Weight

Approvals/ Compliance

Optional Add-on:

64bit, 3.4GHz, 6 physical cores 

2 x 8GB, 2666MHz DDR4

1 x 2TB 3.5” HDD

6 x 1Gb RJ45
2 x 1Gb SFP+

250w

1u rackmount – ¾  depth

1 x reset button
1 x RJ-45 Management Console
2 x USB 3.0

438mm(w) x 44mm(h) x 422mm(d)

9.0kg

CE, FCC Class A, LVD, RoHS

2 x 10Gb SFP+ LAN Port
4 x 10Gb SFP+ LAN Port
4 x 1Gb RJ45 LAN Port
8 x 1Gb RJ45 LAN Port

Security Features
■ Firewall: Proxy, Packet Filtering, Stateful Packet Inspection
■ IDS/IDP: 3 Engines / 16,000+ Signatures
■ VPN Types: IPSEC, PPTP, SSL
■ Anti-Spam: 25 Engines / 30.8 million+ Signatures
■ Anti-Malware: 18 Engines / 24.8 million+ Signatures
■ Content Filtering: 15 Engines / 7.7 million+ Signatures
■ Anti-DDoS: Millisecond response to brute force attacks
■ IPv4 to IPv6 Bridging: Incoming/Outgoing Protocol Translation
■ PUSH Updates: Delivered and installed automatically in real-time


